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Benson Town Garage
Benson, Vermont
SMS Site No. 91-1161

1.0 Introduction

This report has been prepared by Twin State Environmental Corporation (TSEC) to
summarize the Supplementat Site Investigation activities conducted at the Benson Town
Garage (SITE) located on Hulett Hill Road in Benson, Vermont (Figure 1). The activittes
conducted for this phase of investigation were proposed for implementation in TSEC’s
Work Plan dated November 7, 1994, and subsequently approved by the Vermont Agency
of Natural Resources, Sites Management Section (SMS) on November 16, 1994.

2.0  Summary of Project Activities

The supplemental activities proposed for this phase of investigation were intended to
characterize and define the extent of groundwater contamination originating from the
SITE, and investigate the extent of the soil staining in the vicinity of MW-2. Asa result of
weather induced site conditions and access restrictions however, activities conducted for
this phase of investigation were limited to:

1. The solicitation of access for sampling and well installations.
2. The sampling of groundwater for data and analysis.
3. The preparation of this report.

Activities which were originally proposed but not conducted inciude the instatlation of two
monitoring wells; delineation of stained soils by Photoionization Detector (PID) screening;
and, sampling of surrounding drinking water wells for laboratory analysis.

3.0 Resuits and Interpretation
3.1  Well Drilling Access

As detailed to the SMS in letters dated December 6, 1994 and January 19, 1995
(copies of these letters are provided in Attachment 1), TSEC encountered
unforeseen difficulties with obtaining access to the proposed monitoring well
locations. These wells were proposed to evaluate off-site contamination levels in
the vicinity of the Benson Town Garage, on the opposite side of Hulett Hill Road.

3.2  Water Supply Sampling

TSEC also attempted to gain access to nearby drinking water wells for the purpose
of collecting samples for Iaboratory analysis. A total of four well owners were
contacted, one of which provided TSEC with permission to conduct sampling.
Despite permission and advance arrangements, however, the well owner was not
home at the prearranged sampling time. This well, therefore was not sampled for

analysis,
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3.3  Surface Staining Survey

On March 2, 1995, TSEC atiempted to survey the extent of the surface staining
which is present in the vicinity of MW-2. Due, however to the presence of
significant snow cover and a thoroughly frozen ground surface this task was not
possible.

3.4  Groundwater Sampling

TSEC conducted groundwater sampling at the SITE on March 2, 1995 for the
collection of data and samples for analysis. Wells which were sampled at that time
include: MW-2, MW-3, MW-203 and MW-202. MW-201 was inaccessibie for
sampling due to the presence of significant snow cover and miscellaneous debris.

Sampling of each monitoring well was conducted in accordance with TSEC’s
Standard Operating Procedures for well sampling. These procedures include the
collection of water elevation data, purging a minimum of three well volumes from
each well, and collecting samples for analysis with the use of a dedicated,
disposable Teflon bailer. All purge water removed from these wells was
discharged directly to the ground surface.

3.4.1 Groundwater Elevation Data

As a result of data collected from this groundwater sampling episode, it
was determined that the depth from the surveyed top of casing (TOC)
clevations to the overburden water table ranged from 2.40 feet in the
vicinity of MW-3 to 3.85 feet in the vicinity of MW-2. Groundwater flow
direction based on these data is from north to south with a hydraulic
gradient of 0.04 f/ft. An interpretation of the groundwater elevation data
is presented as a groundwater contour map on Figure 4 and the water
elevation data are summarized on Table 1.

Table 1 also includes comments pertaining to visual observations made by
the sampler at the time of sampling. As indicated, a sheen or black
globules was observed in purge water removed from three of the four wells
sampled. Wells which exhibited these characteristics include MW-2, MW-
3 and MW-202.

3.4.2 Groundwater Quality Results
Samples from each monitoring well were submitted to ChemServe

Environmentat Analysts of Milford, New Hampshire for the analysis of
Volatile Organic Compounds (VOCs) by USEPA Method 8020. As
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proposed, quality assurance/quality control (QA/QC) samples, including
one trip blank and one duplicate sample from MW-202 (identified as MW-
202D) were additionally analyzed for VOCs by Method 8020.

The analytical results from this groundwater sampling effort are
summarized on Table 2, and a copy of the laboratory report is provided as
Attachment 2 to this report. Monitoring wells MW-2 and MW-3 were
found to exceed the method detection limit of 1 ug/l for each of the
compounds Toluene, Ethyl Benzene and Total Xylenes. MW-3
additionally contained a detectable level of the compound Benzene. And
MW-202 revealed a detectable level of the compound Benzene, but no
other compounds were detected. Total Benzene, Toluene, Ethyl Benzene
and Xylenes (BTEX) levels reported for these wells ranged from a low
concentration of 2 ug/ reported for MW-202, to a high of 3,115 ug/lin
MW-3. The total BTEX concentration reported for MW-2 was 99 ugfl.

None of the sampled wells were reported to contain detectable levels of the
compound MTBE.

Table 2 also notes the Vermont Groundwater Enforcement Standard
(VGES) for each of the compounds identified by this groundwater
sampling episode. As indicated, the VGES for Benzene (5.0 ug/t) and
Total Xylenes (400 ug/t) were exceeded in the sample analyzed from MW-
3. No other wells analyzed for this event exhibited contaminant levels
above VGES levels.

A comparison of the results generated by this sampling to the previous
round conducted by TSEC on August 25, 1995 is presented on Table 3.
As noted, several trends are evident:

e The current total BTEX level reported for MW-2 (99 ug/l)
represents a reduction from the August 1994 level of 217 ug/l.
Contamination detected by both rounds, however, revealed the
presence of the same compounds.

e Contamination detected in MW-3 by the current round of
sampling reflects a slight increase from the August 1994 event.
The make-up of the contamination detected also remains
similar, except that the compound MTBE was detected in the
August sample, but was not detected by the current round of
analysis.

o The previous round of sampling revealed no detectable levels of
BTEX compounds or MTBE in MW-202. The current round
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of sampling, however reports this well to contain a Benzene
level slightly above the method detection limit. No other
compounds were detected by the current analysis of this well.

e Both rounds of sampling revealed no detectable BTEX or
MTBE contamination in MW-203.

4.0 Summary

As a result of the activities conducted at this site to date, it has been determined that
one or more of the site’s three former USTs has contributed to subsurface soil and
groundwater contamination. In addition, leaching of contamination from surface
stains, as a result of leaks from heavy equipment may also contribute to the
groundwater contamination associated with the SITE. To date, the extent of
contamination migrating off SITE has not been determined.

Yn order to consider what impact SITE conditions may have on the movement of
contamination, the following discussions pertaining to the SITE’s geology and
hydrogeology have been prepared. These interpretations are based on data generated
by TSEC during the Initial Site Investigation conducted of the SITE.

4.1 Site Geology

Data generated from the soil borings conducted for the installation of
monitoring wells MW-201, MW-202 and MW-203, all show cohesive soil
consisting of silt and fine sand with traces of clay and fine gravel in the depth
interval of 0-8 feet below the ground surface (BGS). Several split spoon
samples also contained shale fragments or cabbles. Blow counts recorded in
each boring show soil density increasing with depth. Typically, the soils were
soft to a depth of 4 feet BGS, and became very stiff or hard between 6 and 8
feet BGS, thus indicating the presence of till. Based on the determined depth
to groundwater underlying the SITE (2.40 - 3.85 feet BGS), this till layer is
situated below the groundwater, and therefore, serves as an impeding layer to
the overburden aquifer.

PID screening of soil samples collected throughout the drilling of MW-201 and
MW-203 revealed no detectable levels of organic vapors. The highest PID
reading detected during the drilling of MW-202 was 5.1 ppmv at a depth of 4
feet BGS, No PID readings were detected below this depth, indicating this to
be the top of a confining layer.
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4.2 Site Hydrogeology

Based on drilling and groundwater sampling activities conducted at this SITE
to date, it appears that the groundwater underlying the SITE is a perched
aquifer, and the depth to groundwater in the source area is shatlow. A review
of avaitable maps indicates that the surrounding area also likely contains a
shallow, perched water table, as a number of wet areas, including an unnamed
tributary located approximately 1,400 feet directly downgradient from the
SITE, exist in the area surrounding the SITE.

Groundwater flux through the SITE is probably limited due to the low
permeability of the soils. The area directly downgradient from the SITE is
unimproved and appears likely to be wet except during the summer months.
The unnamed tributary referenced above is likely to be recharged via overland
flow and timited baseflow. Although TSEC currently has no soil boring data
from the area downgradient from the site, it appears that this area represents
the groundwater outflow boundary, in which a seepage face has formed. This
seepage face is likely the result of the groundwater gradient. '

5.0 CONCLUSIONS

Based on the conceptional hydrogeology modet discussed above, the area
downgradient from the site is likely to provide a natural bioremediation and
oxygenation system. These influences, as well as the cohesive soils may be sufficient
to naturally attenuate the contamination originating from the SITE, thus alleviating the
potential for risk to surrounding water supply systems.

The presence of the underlying till layer which has been associated with the SITE may
serve as a barrier to the vertical migration of contamination, thus minimizing risk to
undetlying aguifers.

6.0 RECOMMENDATIONS

Due to problems with gaining access for sampling and monitoring well installations,
TSEC recommends sampling the surface water seepage faces downgradient from the
SITE in lieu of installing downgradient monitoring wells as originally proposed.

TSEC also recommends sampling the on-SITE monitoring wells for Total Petroleum
Hydrocarbons (TPH) by USEPA Methods 8100 (TPH as Fuel Oil) and 8015 (TPH as
Gasoline). The combination of these parameters will aid in fingerprinting the source(s)
of contamination, including the identification of the source of sheens and black
globules observed in several of the monitoring wells.

H
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In order to prevent the introduction of contamination from the surface into Well MW-
203, TSEC also proposes to replace the damaged casing around MW-203.

TSEC Project No. 94-106
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TABLE 1

Summary of Water Elevation Data

Benson Town Garage
Hulett Hill Road, Benson, Vermont

lack globul
present in purge
water
MW-3 2.40 96.38 93.98 Slight sheen on
purge water
MW-201 —— 103.80 - Mot Accessible
MW-202 2.44 96.86 94.42 Black globules
present in purge
water
MW-203 3.85 98.45 94,60 Steel Casing
around well guard
broken

MW-2 3.85 99.61 95.76

Notes:
All water elevation data collected by TSEC on March 2, 1995,
Data summarized above has been used to generate the groundwater contour map provided as
Figure 2.




TABLE 2

Summary of Analytical Resulis
Groundwater Sampling
Benson Town Garage
Hulett Hilt Road, Benson, Vermont
RESULTS (UG/L
MW-3 100
MW-202 2
MW-202D 2
MW-2030 ND
Trip Blank ND
VGES 5.0 2,420 680 400 ——
NOTES:

ND Indicates compound was not detected above the method detection Jimit.
MW-202D represents a duplicate sample collected from MW-202.

VGES Indicates Vermont Groundwater Enforcement Standard.

Shading indicates compound was detected in the identified sample at a level above the
applicable enforcement standard.

All samples were collected by TSEC on March 2, 1995.

All analysis conducted by ChemServe Environmental Analysts using USEPA Method
8020,

The complete laboratory report for the results summarized above is provided in
Attachment 2.,




TABLE 3

Comparison of Analytical Results
Groundwater Sampling
Benson Town Garage
Hulett Hill Road, Benson, Vermont

Aungust 25, 1994 - March 2, 1995

Sample Benzene  Toluene Ethyl Total Total ‘MTBE
Identification Benzene  Xylenes BTEX

MW-2 3/25/! ND 7 187 27 ND

All results reported in ug/l.

All sampling conducted by TSEC.

Al analysis conducted by ChemServe Environmental Analysts using EPA Method 8020.
Results for samples coltected on 8/25/94 were reported in TSEC's Site Investigation
Report dated September 24, 1994.
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TWIN STATE ENVIRONMENTAL CORP.

P.0. Box 719, Commercial Park, 1A Huntington Road, Richmond, VT 05477
Tel.: (802) 434-3350 & Fax (802) 434-4478

December 6, 1994

Mr. Michael Young

Vermont Agency of Natural Resources
Sites Management Section

103 South Main Sircet/West Office
Waterbury, VT 05671-0404

RE: Benson Town Garage
SMS Site No. 91-1161
TSEC Project No. 94-106

Dear Michael:

In pursning the implementation of supplemental investigation activities at the above referenced site, Twin
State Environmental Corporation (TSEC) has encountered unforeseen difficulties with obtaining
permission to drilt and install monitoring wells in the locations proposed. Due to these difficulties, it
appears that the anticipated eight to ten week schedule proposed for this project will be exceeded.

I will keep you appraised of this situation as it changes. In the meantime, please call me if you have any
questions. I can be reached at (802) 434-3350.

Thank you,

TWIN STATE ENVIRONMENT CORPORATION
Jon [k

Jennifér von Roehr
Project Manager

cc: Ray Pentkowski, Addison-Rutland Supervisory Union
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TWIN STATE ENVIRONMENTAIL CORP.

P.O. Box 719, Commercial Park, 1A Huntington Road, Richmond, VT 05477
Tel.: (802) 434-3350 & Fax (802) 434-4478

January 19, 1995

Mr. Michael Young

Sites Management Section

Agency of Natural Resources

103 South Main Street/West Office
Waterbury, Vermont 05671-0404

RE: Benson Town Garage
SMS Site No. 91-1161
TSEC Project No. 94-106

Dear Michael:

In follow-up to our recent phone conversation, I have prepared this correspondence to document the status
of the Benson Town Garagge site invesligation project.

TSEC proposed the instatlation of two (2) monitoring wells within the vicinity of the Benson Town
Garage, on the opposite side of Huellett Hill Road. Approval for the implementation of this task was
provided by the Sites Management Section of the Vermont Agency of Natural Resources (SMS). TSEC
proceeded with this task by soliciting permission from the Town of Benson to access this area for drilling
purposes. Despite the utility right of way in this area, TSEC was required to first obtain permission for
these activities from the individual property owner, Mr. Scott Belden of Fairhaven, VT. This permission
was solicited from Mr. Belden, but denied. As a result, the Benson board of Selectmen also denied
permission to access this area.

As you know from our conversation, it docs not appear that this issuc will be resolved without the
involvement of the SMS. Therefore, TSEC suggests that the SMS assist us in our ¢ffort to gain
permission so that the project may proceed. We will not proceed further with this project until this issuc
is resolved.

If you have any questions, or wish to discuss this issue further, please contact me. 1 can be reached at
(802)434-3350.

Sincerely,

TWIN STATE ET?ONMENTAL ORPORATION

' Lo, d)/'-l

Jennifer von Rohr
Project Manager

ce: Raymond Pentkowski, Addison-Rutland Supervisory Union.

jwriciprojectsibensontl 1695itr.doc
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hemfyerve
Milford, N.H. 03055
L/ ENVIRONMENTALN

(603) 673-5440

FAX (603) 673-0366
March 20, 1995
Ms. Jennifer von Rohr WAR 23 RECD
Twin State Environmental
P O Box 719
Richmond VT 05477
Job Name : Benson Town Garage Laboratory # : C03-95-16
Job # + 94-106 Purchase Order # ¢ 94.106
Location : Benson, VT Control # : 11197

Dear Ms. von Rohr,

Enclosed please find the laboratory results for the above referenced samples which were
received by the Chemserve sample custodian, under chain of custody control number
11197 on March 3, 1995. Samples were collected by Jennifer von Rohr on March 2,
1995. Any abnormalities to the samples would be noted on the enclosed chain of custody
document or laboratory report form. Chemserve follows protocols for analysis
corresponding to the methods referenced unless a modification is noted. Unless
otherwise stated, all holding times, preservation techniques and container types are
analogous with those outlined by the U.S. EPA.

A formal quality assurance/quality control QA/QC program is maintained and updated by
Chemserve on a routine basis. This QA/QC manual is available upon request.

This report is not valid without a completed Chemserve chain of custody with the
corresponding control number, attached.

If you have questions or concerns regarding this analysis, please feel free to contact me.

For

resident/Laboratory Director
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Chem

VOLATILE ORGANIC ANALYSIS
EPA METHOD 8020

CUSTOMER: TWIN STATE ENVIRONMENTAL CORP.

SAMPLE LOCATION: BENSON TOWN GARAGE BENSON, VT

SAMPLE IDENTITY: MW-2

DATE SAMPLED: 3/02/8b

COMPOUND

BENZENE
METHYL-TERTIARY-BUTYL ETHER
TOLUENE

ETHYLBENZENE

TOTAL XYLENES

DATE REC'D: 3/03/95
MATRIX: LIQUID

CONCENTRATION
{UG/L)
BDL
BDL
8
7

BDL=BELOW DETECTION LIMIT

CERTIFIED BY: CV\

LAB#: C03-95-16

JOB#: 94-106

CONTROL #: 11197

DATE ANALYZED: 3/13/95
PERCENT MOISTURE: N/A
DETECTION LIMIT MULTIPLIER:

{UG/LY X1
1

e =
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VOLATILE ORGANIC ANALYSIS
EPA METHOD 8020

CUSTOMER: TWIN STATE ENVIRONMENTAL CORP. LAB#: C03-95-16

SAMPLE LOCATION: BENSON TOWN GARAGE BENSON, VT JOB#: 94-106

SAMPLE IDENTITY: MW-3

DATE SAMPLED: 3/02/95

COMPOUND

BENZENE
METHYL-TERTIARY-BUTYL ETHER
TOLUENE

ETHYLBENZENE

TOTAL XYLENES

CONTROL #: 11197

DATE REC'D: 3/03/85 DATE ANALYZED: 3/13/9%
MATRIX: LIQUID PERCENT MOISTURE: N/A

CONCENTRATION DETECTION LINYT MULTIPLIER:
(UGAL) UG XS
;gﬁ T2y WL '
420
465
2,130 Th b e

W5

— et ek e

BDL =BELOW DETECTION LIMIT

CERTIFIED BY: C-/t
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VOLATILE ORGANIC ANALYSIS
EPA METHOD 8020

CUSTOMER: TWIN STATE ENVIRONMENTAL CORP,

- SAMPLE LOCATION: BENSON TOWN GARAGE BENSON, VT

SAMPLE IDENTITY: MW-203

DATE SAMPLED: 3/02/95

COMPOUND

BENZENE

METHYL-TERTIARY-BUTYL ETHER
—  TOLUENE

ETHYLBENZENE

TOTAL XYLENES

DATE REC'D: 3/03/85
MATRIX: LIQUID

CONCENTRATION
{UG/L)
BDL
BOL
BDL
BDL
BOL

BDL=BELOW DETECTION LIMIT

CERTIFIED BY: eV

LAB#: C03-95-16

JOB#: 34-106

CONTROL #: 11197

DATE ANALYZED: 3/13/95
PERCENT MOISTURE: N/A
DETECTION LiMIT MULTIPLIER:

{UGA) X1
1

—_— ek

—— LY
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VOLATILE ORGANIC ANALYSIS
_ EPA METHOD 8020
CUSTOMER: TWIN STATE ENVIRONMENTAL CORP, LAB#: C03-95-16
—  SAMPLE LOCATION: BENSON TOWN GARAGE BENSON, VT JOB#: 94-106
SAMPLE IDENTITY: MW-202 ' CONTROL #: 11197
DATE SAMPLED: 3/02/95 - DATE REC'D: 3/03/95 DATE ANALYZED: 3/13/95
—_ MATRIX: LIQUID PERCENT MOISTURE: N/A
COMPOUND CONCENTRATION DETECTION LIMIT MULTIPLIER:
— (UG (UG/L) X 1
BENZENE 2 1
METHYL-TERTIARY-BUTYL ETHER BDL 1
—  TOLUENE BDL 1
ETHYLBENZENE BDL 1
TOTAL XYLENES BDL 1

BDL =BELOW DETECTION LIMIT

CERTIFIED BY: C—/I
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VOLATILE ORGANIC ANALYSIS
_ EPA METHOD 8020
CUSTOMER: TWIN STATE ENVIRONMENTAL CORP. LAB#: C03-95-16
o SAMPLE LOCATION; BENSON TOWN GARAGE BENSON, VT JOB#: 94-106
SAMPLE IDENTITY: MW-202D CONTROL #: 11187
DATE SAMPLED: 3/02/95 DATE REC'D: 3/03/95 DATE ANALYZED: 3/13/95
- MATRIX: LIGUID PERCENT MOISTURE: N/A
COMPOUND CONCENTRATION DETECTION LIMIT MULTIPLIER:
—_ {UG/L} (UG/) X1
BENZENE 2 1
METHYL-TERTIARY-BUTYL ETHER BDL 1
—_ TOLUENE BDL 1
ETHYLBENZENE BDL 1
TOTAL XYLENES BDL 1

BDL =BELOW DETECTION LIMIT

B CERTIFIED BY: C\A
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VOLATILE ORGANIC ANALYSIS
EPA METHOD 8020

CUSTOMER: TWIN STATE ENVIRONMENTAL CORP. LAB#: C03-95-16
SAMPLE LOCATION: BENSON TOWN GARAGE BENSON, VT JOB#: 94-106
SAMPLE IDENTITY: TRIP BLANK CONTROL #: 11197
DATE SAMPLED: 3/02/95% DATE REC'D: 3/03/9b DATE ANALYZED: 3/13/95

MATRDS LIQUID PERCENT MOISTURE: N/A
COMPOUND CONCENTRATION DETECTICN LIMIT MULTIPLIER:

(UG/L) {UG/L) X 1

BENZENE BDL 1
METHYL-TERTIARY-BUTYL ETHER BDL 1
TOLUENE BDL 1
ETHYLBENZENE BDL ]
TOTAL XYLENES BOL 1

BDL =BELOW DETECTION LIMIT

CERTIFIED BY: C‘/L
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SPIKE RECOVERY FORM
EPA METHOD 8020

CUSTOMER: TWIN STATE ENVIRONMENTAL CORP. LAB#: C03-95-16
SAMPLE LOCATION: BENSON TOWN GARAGE BENSON, VT JOB#: 84-106
éAMPLE IDENTITY: QC SPIKES / 11197 CONTROL #: 11197

DATE ANALYZED: 3/13/95

COMPOUND CONC ADDED AMTREC  DUP AMTREC  %REC  DUP % REC  %DIFF
(UG/L) (UG/L) (UG
BENZENE 50 48.73 47.03 97% 949% 3%
TOLUENE 50 43.30 42.42 87% 85% 2%
CHLOROBENZENE 50 44.51 46.37 89% 93% 4%
VOA MATRIX SPIKE REC
50 1 ks
40-
30 - OCONC ADDED
UG/L BMS REC
20 B MSD REC
104
0 T
1

CONTROL LIMITS +.- 26%
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CONTROENO. 11197

TR

AT

EN\I’IRO\IME NTAL

CHAIN OF CUSTODY

AR b aarcar .S e

317 Elm Street
Milford, NH 03055
{603) 673-5440

FAX (603) 673-0366

A
customer: 1L
appRess: B -O-Box ?@ﬁpltHrmmDﬁ V™
TELEPHONE: 802- 424 - 3250 AT

B) PROJECT INFORMATION

JOB NAME: _BECBON TowN @OQOOE

® SAMPLE INFORMATION

TURNARQUND TIME: (CIRCLE ONE)

JOB NUMBER: __ 94 -106
LocaTIoN: _PEE00 . VT
TELEPHONE: _202- 4%4- 3250

RUSH

TANDARD

. — RUSHTAT. (Check with lab)
CONTACT PERSON: UENNEER von RohR CONTACT PERSON. tpann
Jennee \op Dongs ®
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